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SZL COAL/BIOMASS FIRED BOILER
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SZL type biomass boiler adopts double-drum vertical amangement with chain grate, and the fuel is clean energy biomass (Cannot
produce waste gas and waste smoke under combustion with low cost and easily obtain features, all to realize waste recycling), it
meets market frends and customer request. The boiler consists of two parts: the upper body boiler and the lower combustion part.
The fuel is burned in the combustion chamber, and the generated flue gas which enters the tail flue through furnace, combustion
chamber, convection tube bundle, etc, and then discharge to the air by dust remover, induced draft fan and chimney.

The two sides on the chamber of SZL biomass boiler adopts membrane all wall structure, which not only improves the sealing
performance of boiler, but also increases the volume and the heating surface. What is better is that the front and rear walls are
aranged with secondary air (controlled by the valve), which not makes fully combustion of fuel, but also improves the combustion
and thermal efficiency, reducing the fuel cost and waste generation. What's even better is that it also has the advantages of high
automation, safe and stable operation, perfect protection function, etc. It has became an ideal choice for many enterprises who
plan to purchase boiler.
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Convection layout can make high heat tfransfer efficiency, and it is stable for boiler operation efficiency.
Both front and rear smoke box adopt CNC plasma cutting technology when make it neat and beautiful.
Large drum volume and complete intemal equipment.

The boiler has some functions, such as automatic adjustment of water supply, automatic alarm of high and low water level,
automatic protection of overpressure, automatic protection of flameout, etc.

The boiler runs smoothly running and has a certain overload operation ability.

The front and rear arches are propery matched, the coverage of the fumace arch is large, and high temperature of fumace
chamber.

Double drums arangement, high combustion efficiency and 5-10% savings in operating costs.
It is reasonable for cross-section ratio which from faling surfface and upper pipe, also combustion condition is stable.

The amount of air can be artificially adjusted which required for different combustion stages and different fuels in each plenum,
and the lateral wind pressure is consistent, no partial burning phenomenon.
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iﬁﬁﬁffﬁ Equipment Name
o $R4F Boiler 9 7K$8 Water Tank O BER Deoxygenization Pump O T54ERR Economizer
9 BEJELBQEEES Cyclone Dust Remover 9 ﬁ?](ﬂ Water Separating Header e ﬂ@ Chimney @ ﬁﬁaﬁ Deaerator

@ 7K &8 Water Softener @ £#57KZE Feed Water Pump 0 TPEER Energy-Saving Pump
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2017.7.20 8t/h biomass steam boiler in Yunan Yuxi Paper making factory 2017.3.27 10t/h biomass steam boiler in Anhui Lianyi Pharmaceutical co. Ltd
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201412 10t/h SZL biomass fired steam boiler in Fifth Institute of nuclear industry 2011.08 8t/h steam boiler in Beiing Aodehua dairy factory
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Factory: South section of Weilai road, industry cluster district, taikang county, Henan province.

Office: Room 2612,South tower, Greenland center, Zhengdong new district, Zhengzhou city,
Henan province.




